
 
POCKETS UNCOVERED IN THE WALLS OF THE TOWER POSSIBLY FOR JOIST ENDS 
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POCKETS INSIDE THE WEST DOOR POSSIBLY FOR  A BARRICADE 

      
THE POCKET TO THE SOUTHERN JAMB IS 1.5 METRES DEEP 
 



 
STONE DETACHED FROM THE NAVE WALL BEHIND THE RENDER, 5 METRES UP 

 
VIEW UP THE TOWER AT THE END OF PHASE 2 
 
 
 



 
PAINTING THE STEEL FOR THE NEW FLOOR FOR THE NEW BELL CHAMBER 

 



 
PAINTING THE STEEL FOR THE NEW FLOOR FOR THE NEW BELL CHAMBER 

 



 
STEEL FOR THE NEW FLOOR ASSEMBLED IN THE TOWER 

 



STEEL FRAME DETAILS 
 

 



 
THE I BEAMS FOR THE NEW BELL FRAME ARE DELIVERED TO SITE 

 



 
I BEAM SECTION READY TO BE HOISTED UP THE TOWER

 
HOISTING THE I BEAM SECTION UP THROUGH THE SCAFFOLD 
 



 
I BEAM SECTION HOISTED INTO PLACE 

 
 
 



 
THE SECOND SECTION OF THE I BEAM IS HOISTED INTO PLACE 

 
BOLTS ARE DONE UP 



 
THE SECOND I BEAM  

 
I BEAMS AND CROSS BRACING ARE ALL IN 



BEAM ENDS ARE CONCRETED IN 
 

 
NEW EARTH TO I BEAM 



 
ADDING THE FLOOR BOARDS TO THE STEEL FRAME-VIEW BETWEEN THE BOARDS 

 



 
LOWERING THE KING CHARLES I TABLET FROM THE SCREEN 

 


